
These fountains are certified to
NNSSFF//AANNSSII  6611..

GGEENNEERRAALL
Face-mounted fountain, one-piece, non-
corrosive stainless steel number 300 series
with brushed satin finish. Contour-formed basin
with rounded corners and edges reduces
splatter, insures proper drainage and prevents
standing waste water.

BBUUBBBBLLEERR
Exclusive one-piece, chrome-plated two-stream
mound-building bubbler with non-removable
anti-squirt feature and integral hood insures a
satisfying drink of water.

PPUUSSHHBBUUTTTTOONN  AACCTTUUAATTIIOONN  MMEECCHHAANNIISSMM
Self-closing, vandal-resistant pushbutton does
not require grasping or twisting.

AAUUTTOOMMAATTIICC  SSTTRREEAAMM  HHEEIIGGHHTT  RREEGGUULLAATTOORR
Self-closing assembly is located inside unit to
prevent tampering. Unit resists corrosion and
liming. A constant stream height is automatically
maintained under line pressures that vary from
20 to 105 psi.

IINNLLEETT SSTTRRAAIINNEERR
Easily cleaned in-line strainer screen traps 
particles of 140 microns or larger before they
enter the waterway.

WWAATTEERR  IINNLLEETT
3/8" O.D. Tubing

DDRRAAIINN  OOUUTTLLEETT
1-1/4" tube outlet for 1-1/4" slip joint connection.

SSUUGGGGEESSTTEEDD  SSPPEECCIIFFIICCAATTIIOONNSS
Fountain shall include pushbutton on the front,
contour-formed basin to eliminate splashing and
standing water, and shall have rounded corners
and edges. Projector shall be two-stream,
mound-building type with integral hood guard and
anti-squirt feature. The manufacturer shall certify
the unit to meet the requirements of NSF/ANSI 61,
and the Safe Drinking Water Act.

Note: Continued product improvement makes
specifications subject to change without notice.
See Halsey Taylor website for most current 
spec sheet.

SSttaannddaarrdd  fifinniisshh  iiss  SSttaaiinnlleessss  SStteeeell

OOppttiioonnaall  FFiinniisshheess  ((eexxttrraa  ccoosstt))

■■ Galaxy Gray MarblyteTM

■■ Black Onyx MarblyteTM

OOppttiioonnaall  AAcccceessssoorriieess  ((eexxttrraa  ccoosstt))

■■ Vandal-Resistant Kit

■■ Easy-FlexTM Bubbler

■■ Water Filter

EEaacchh  HHRRFFSS  ccoonnssiissttss  ooff  11  ccaarrttoonn  ooff  tthhee
ffoolllloowwiinngg::

Fountain and Misc. Parts

Service stop not included.

Shipping weight: 15 lbs.
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Printed in the U.S.A.

HHRRFFSS

CCoonnttoouurr™™ FFaaccee--MMoouunntteedd
FFoouunnttaaiinn
(CONTINUED)

MMOOUUNNTTIINNGG  IINNSSTTRRUUCCTTIIOONNSS
Refer to diagrams for rough-in of plumbing. 
For wall support required locations see installation
instructions provided with fountain. Water supply
and waste line are to be assembled as required.
Final check for leaks and correct functions of fountain
should be made. (For details see the installation
instructions.)

CCAAUUTTIIOONN  ––  FFoouunnttaaiinn  mmuusstt  bbee  sseeccuurreellyy  
bboolltteedd  ttoo  wwaallll

OOPPEERRAATTIINNGG  PPRREESSSSUURREESS
Supply water-105 psi maximum

FRONT VIEW SIDE VIEW

TOP VIEW WALL LAYOUT

Note: A service supply stop (not included) must be installed at the fountain inlet line. 
1-1/4" trap provided.
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